Al SECTION COUNTY | JOTAL | SAEET
SCHEDULE OF QUANTITIES —Ce— _H_] NOTE; PEDESTRIAN PUSH BUTTOM “C* WILL PLACE 138000-00083-00-PV DuPAGE | 94 |3
A CALL FOR PHASE 6 AND PHASE 8 b
QUANTITY  UNIT  ITEM P A STA. T0 STA.

29 FOOT ~ CONDUIT IN TRENCH, 1 1/2” DIA., GALVANIZED STEEL 15; _iE._ FED. ROAD DIST. No. 7| ILLINOIS [FED. AD PROJECT

1615 FOOT ~ CONDUIT IN TRENCH, 2 DIA., GALVANIZED STEEL T T T T T T T e T T e e e - — - =

74 FOOT ~ CONDUIT IN TRENCH, 2 1/2" DIA., GALVANIZED STEEL e ~ 83676

a2 FOOT ~ CONDUIT IN TRENCH, 4" DIA,, GALVANIZED STEEL 4 N\

16 FOOT ~ CONDUIT IN TRENCH, 5 DIA., GALVANIZED STEEL / \ CABLE PLAN LEGEND

485 FOOT ~ CONDUIT PUSHED, 2" DIA., GALVANIZED STEEL / \

820 FOOT ~ CONDUIT PUSHED, 2 1/2" DIA., GALVANIZED STEEL { ® a l EXISTING PROPOSED

172 FOOT ~ CONDUIT PUSHED, 4 DIA., GALVANIZED STEEL | < -

84 FOOT  CONDUIT PUSHED, 5" DIA. GALVANIZED STEEL | Rl | & | ® 87 TRAFFIC SIGNAL SECTION

9 EACH  HANDHOLE | z | (/) (7] 127 TRAFFIC SIGNAL SECTION

4 EACH  HEAVY-DUTY HANDHOLE o =

: 2 | -

1 EACH  DOUBLE HANDHOLE = [weE [w] 12” PEDESTRIAN SIGNAL SECTION

1 EACH  TRANSCEIVER - FIBER OPTIC | a 6, ~

76 FOOT  FIBER OPTIC CABLE IN CONDUIT, NO, 62.5/125, MMI2F SMI2F | < | “E“ m

r{li'P 12" PEDESTRIAN SIGNAL SECTION

549 FOOT  ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 2C |

837 FOOT  ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C MA .|||—| [q/'_@\ |

451 FOOT  ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C : FULLERTON AVENUE ﬁ | = < CONTROLLER CABINET

2265 FOOT  ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C — I

2197 FOOT  ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO. 14 1 PAIR | | ‘ I3 - SERVICE INSTALLATION

58 FOOT  ELECTRIC CABLE IN CONDUIT, SERVICE, NO. 6 2 C | OgFEEREBEE

4 EACH  TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT. | | D VEMICLE DETECTOR, INDUCTION LOOP

|

1 EACH  STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 24 FT. | e . MAGNETIC DETECTOR

1 EACH  STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 28 FT. | |

1 EACH  STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 32 FT. | (D[ =[oBk @] | el 4] EMERGENCY VEHICLE LIGHT DETECTOR

1 EACH  STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 34 FT. | |

16 FOOT ~ CONCRETE FOUNDATION, TYPE A | Do o CONFIRMATION BEACON

4 FOOT ~ CONCRETE FOUNDATION, TYPE D | | INTERSECTION AND SAMPLING @ ® PUSHBUTTON DETECTOR

60 FOOT ~ CONCRETE FOUNDATION, TYPE E 30-INCH DIAMETER | ]:H:H___J—@-\ | (SYSTEM) DETECTORS

2 EACH DRILL EXISTING HANDHOLE | DENOTES NUMBER OF CONDUCTORS

1 EACH SIGNAL HEAD ,LED, 1-FACE, 3-SECTION, BRACKET MOUNTED, RETROFIT | | @ @ ALL CABLE NO. 14 EXCEPT AS INDICATED

1 EACH  SIGNAL HEAD ,LED, 1-FACE, 3-SECTION, MAST-ARM MOUNTED, RETROFIT l /_@_D—EH:] no.l 20 ALL LOOP DETECTOR CABLE TO BE SHIELDED

7 EACH SIGNAL HEAD ,LED, 1-FACE, 5-SECTION, BRACKET MOUNTED, RETROFIT |

o< g

: EACH  SIGNAL HEAD ,LED, I-FACE, 5-SECTION, WAST-ARM MOUNTED, RETROFIT | BERRE] 20 | ] R]| SO Face wiTk BAoLATE

4 EACH  PEDESTRIAN SIGNAL HEAD, LED, 2-FACE, BRACKET MOUNTED, RETROFIT | |

8 EACH TRAFFIC SIGNAL BACKPLATE INTERSECTION AND SAMPLING | | “E” INDICATES EXISTING SIGNAL HEAD

3 EACH INDUCTIVE LOOP DETECTOR (SYSTEM) DETECTORS [ OR EXISTING PEDESTRIAN SIGNAL HEAD

536 FOOT DETECTOR LOOP, TYPE I \E:I | (p]k[o[<][=] o |

1 EACH  TEMPORARY TRAFFIC SIGNAL INSTALLATION | CALLING LOOPS [ pr prr

2 EACH  LIGHT DETECTOR, TYPE I P |

TRACER CABLE TO DOUBLE HANDHOLE @ S<f

! EACH  LIGHT DETECTOR AMPLIFIER AT CONTROLLER AT WESTGATE STREET < } i a

1 EACH  FULL-ACTUATED CONTROLLER AND TYPE IV CABINET, SPECIAL |0 14 1o (O [>[o[*[P | @ NO. 14 1C TRACER CABLE

3 EACH PEDESTRIAN PUSH-BUTTON i | FIBER OPTIC CASLE

1 EACH  SERVICE INSTALLATION - POLE MOUNTED NO. 62.5/125 12F MULTIMODE

4296 FOOT ~ TRENCH AND BACKFILL FOR ELECTRICAL WORK e | AND 12F SINGLE MODE

1 EACH  REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT P | i GROUND ROD ¥4

12 EACH  REMOVE EXISTING HANDHOLE ' | . CROUND CABLE, NO. 6 1

9 EACH  REMOVE EXISTING CONCRETE FOUNDATION I T

430 FOOT  ELECTRIC CABLE IN CONDUIT, GROUNDING, NO. 6 1C [ CONTROLLER

527 FOOT  ELECTRIC CABLE IN CONDUIT NO. 20 3/C, TWISTED, SHIELDED | " HANDHOLE

l MA MAST ARM
_____ i P POST
SYSTEM INTERCONNECT CABLE TO MA
s SERVICE
CONTROLLER AT WESTGATE STREET NG. & 1C GROUND
NO. 62.5/125 FIBER OPTIC CABLE, 12MM, 12SM
CABLE PLAN
CONTROLLER SEQUENCE EMERGENCY VEHICLE PREEMPTION SEQUENCE
ADDISON ROAD ADDISON ROAD N
NOTES: N PROPOSED EMERGENCY VEHICLE PREEMPTORS
EMERGENCY
1. THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR THIS VEHICLE 3 4
PROJECT, SHALL BE “ECONOLITE” TO MATCH PREEMPTOR
THE EXISTING ADJACENT SYSTEM. MOVEMENT - ‘1
“IDOT TRAFFIC SIGNAL INSTALLATION ELECTRICAL SERVICE C FULLERTON AVE —
REQUIREMENTS" ) &
u PMENT GROUN! N T N

TYPE NO. LAMPS[WATTAGE- LED] % OPERATION| TOTAL WATTAGE 2 ggE%CE ET o FGRE:AJEDAI\?[? (?g\(/:EF? RIS(Gil:IEgUIlgé)IJLOI-'Ro:OBIFLD) FULLERTON AVE o 4—-(:)_

STGNAL- ® L OVERLAP PERMISSIVE PROTECTED
) 3 7 55 53 HANDHOLES OR DOUBLE HANDHOLES THAT CARRY SIGNAL S LETTER PHASE PHASE
YELLOW 16 25 0.25 100 CABLES AND SERVICE CABLES. - G - ——
GREEN 16 15 0.25 60 0P .

ARRGW 55 = o1 3(1 3. THE END OF THE TRACER CABLE SHALL BE CONTINUGUS - + 3

PED SIGNAL 2 25 1 100 AND EXTEND INTO THE CONTROLLER CABINET. o B = 4 + 5

CONTROLLER 1 100 1 100 @Q c - + 7

ILLUM_SIGN 0.05 0 ®

FLASHER 0.5 0 EGEND ILLINOIS DEPARTMENT OF TRANSPORTATION

TOTAL= 530 FOUNDATION (GEPTH) m (1) |CABLE SLACK- HORIZONTAL | m (FT) | CABLE SLACK- VERTICAL m (FD N ADDISON ROAD
TYPE A~ POST 1.2 (4)_ | HANDHOLE 2.0 (6.51| ALL_FOUNDATIONS 1.0 (35 ADDISON ROAD €—®— oUAL ENTRY PHASE
ENERGY COSTS TO: _VILLAGE OF ADDISON TYPE D- CONTROLLER 1.2 (4) |DOUBLE HANDHOLE 4.0 (13) | MAST ARM (L) POLE 6mH.-0.6m= REVISIONS CABLE PLAN
TYPE E- MAST ARM POLE (307 4.6 (15) | SIGNAL POST 2.0 1.0) 20'+L-2)= PHASE DESIGNATION DIAGRAM
CONTROLLER CABINET 0.5 (1.07 | BRACKET MOLNTED 2.0 (1300 OL OVERLAP NAME DATE Ssggﬁghnég gg ggéal;_‘l"{éiss

ENERGY SUPPLY CONTACT:  _MS. KIM GARLAND FIBER OPTIC 4.0 (3) | PEDESTRIAN PUSH BUTTON | 1.2 (4.0) 4@ PEDESTRIAN PHASE -

PHONE: (630) 424-5705 ELECTRIC SERVICE 0.5 (1.0) j ELECTRIC SERVICE 4.1 (13.5) FULLERTON AVENUE AND ADDISON ROAD

COMPANY: COMMONWEALTH EDISON GROUND CABLE 0.5 (1.0Y| SERVICE_TO_GROUND 21 (3.5 * NUMBER REFERS TO

05T WGUNTED 18 6.0y ASSOCIATED PHASE DATE: 07-18-03

DRAWN BY: SRS

SCALE: NONE

CHECKED BY: SRF




